
Installation, usage and maintenance of this product must 
be in compliance with all RegO® instructions as well as 
requirements and provisions of NFPA #54, NFPA #58, DOT, 
ANSI, all applicable federal, state, provincial and local standards, 
codes, regulations and laws.
Inspection and maintenance on a periodic basis is essential.  
Installation and maintenance should be performed only by 
qualifi ed personnel.
Be sure all instructions are read and understood before 
installation, operation and maintenance.  These instructions 
must be passed along to the end user of the product.
CAUTION:  Contact or inhalation of liquid propane, ammonia 
and their vapors can cause serious injury or death!  NH3 and 
LP-Gas must be released outdoors in air currents that will 
insure dispersion to prevent exposure to people and livestock.  
LP-Gas must be kept far enough from any open fl ame or 
other source of ignition to prevent fi re or explosion!  LP-Gas 
is heavier than air and will not disperse or evaporate rapidly 
if released in still air.

Operation
The 3/4" and 1" Pull-away valves are designed to provide pull-
away protection for LP-Gas and NH3 transfer operations.  These 
include transport and delivery truck loading and unloading, engine 
fuel container fi lling and miscellaneous cylinder fi lling operations.  
When fastened to the inlet end of the discharge hose, the valve 
is designed to prevent gas escape from both upstream and 
downstream lines in the event of a pull-away.  An excessive ten-
sion load will cause the pull-away to separate and allow the two 
internal back pressure checks to close-assuming the pull-away 
has been properly maintained and installed as set forth in these 
instructions.  Only a few cubic centimeters of product will escape 
at the instant of separation.
NOTE:  The A2141A6 and A2141A8 Series Pull-Away Valves 
should not be installed more than 6 feet above the ground.

Installation
1. Mount valve assembly with bracket or lanyard positioned up-

stream.  See illustrations.  Use a 1/2" hex head machine bolt 
or a 5/16" U-bolt with suitable washers and nuts, or a 1/8" 
(7 x 19 strand) stainless steel fl exible aircraft cable having a 
tensile strength of approximately 1000 lbs with suitable cable 
clamps.  Valve assembly must be able to swivel to assure a 
straight pull in the event of a pull-away.

2. Use a short length of hose between the rigid piping and the 
inlet of the pull-away valve.  Approximately 12 to 24 inches in 
hose length should provide suffi cient fl exibility, depending upon 
the installation.

3. Attach the discharge hose to the downstream end of the pull-
away valve assembly.

4. After the installation is completed and before the system is 
charged with LP-Gas or NH3, a pull-away test should be con-
ducted to assure proper operation of the pull-away valve.

NOTE:  It is recommended that a convenient means be pro-
vided to safely remove the pressure from the line upstream 
of the valve assembly, enabling reassembly of the pull-away 
valve after a pull-away.
WARNING:  Always wear protective eye wear and gloves when 
disconnecting or reconnecting the pull-away valve.

Reconnection
1. Before reconnection, safely insure that all internal pressure has 

been removed upstream and downstream of the pull-away valve 
assembly.

2. Apply a light fi lm of non-detergent grease or a good grade of 
rust preventative machine oil to the male end of the coupling.

3. To reconnect, simply push the male coupling section into the 
female coupling section until the retaining balls snap into the 
groove.

4. Pressurize the system and test for leaks at connection points 
with a high quality leak detection solution.

IMPORTANT:  It is recommended that pull-away valves be 
maintained and safely tested periodically to confi rm that they 
will separate properly in the event of a pull-away.  Lubrication 
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NOTICE

LP-Gas is extremely fl ammable and explosive.  Failure to install parts exactly as described in the 
instructions could result in a product that will not perform satisfactorily.  Even if parts are correctly 
installed, the product might fail to perform satisfactorily, if other parts are worn, corroded or dirty.  
Improper repair can cause leaks and malfunction, which could result in bodily injury and property 
damage.  Any such use or installation of parts must ONLY be done by experienced and trained 
personnel using accepted governmental and industrial safety procedures.

Most RegO® products are listed with Underwriters Laboratories as manufactured.  If repaired, the 
continued validity of the UL listing is contingent upon proper inspection to determine what needs 
repairing, proper repair using RegO® parts and procedures, and proper testing for leakage and 
performance following repairs and installation.

RegO® assumes no responsibility or liability for performance of products repaired in the fi eld.  It 
must be clearly understood that the person or organization repairing the product assumes total 
responsibility for performance of the product.

LIMITED 10 YEAR WARRANTY AND LIMITATION OF LIABILITY 

LIMITED 10 YEAR WARRANTY

RegO® warrants to the original purchasers the products and repair kits manufactured by it to be free 
from defects in materials and workmanship under normal use and service for a period of 10 years 
from the date of manufacture.  If within thirty days after buyer’s discovery of what buyer believes is 
a defect, buyer notifi es in writing and ships the product to RegO® at 100 RegO Drive, Elon, N.C. 
27244, RegO®, at its option, and within forty-fi ve days of receipt, will repair, replace F.O.B. point of 
manufacture, or refund the purchase price of that part or product found by RegO® to be defective.  
Failure of buyer to give such written notice and ship the product within thirty days shall be deemed 
an absolute and unconditional waiver of any and all claims of buyer arising out of such defect. 

This warranty does not extend to any product or part that is not installed and used continuously after 
installation in accordance with RegO®’s printed instructions, all applicable state and local regulations, 
and all applicable national standards, such as those promulgated by NFPA, DOT and ANSI.  This 
warranty does not extend to any product or part that has been damaged by accident, misuse, abuse, 
failure to maintain, or neglect, nor does it extend to any product or part which has been modifi ed, 
altered, disassembled, or repaired in the fi eld.  This warranty does not cover any cosmetic issues, 
such as scratches, dents, marring, fading of colors or discoloration. 

Except as expressly set forth above, and subject to the limitation of liability below, RegO® MAKES NO 
OTHER WARRANTY, EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED 
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, with respect 
to its products and parts, whether used alone or in combination with others. RegO® disclaims all 
warranties not stated herein. 

LIMITATION OF LIABILITY 

RegO® total liability for any and all losses and damages arising out of any cause whatsoever shall 

in no event exceed the purchase price of the products or parts in respect of which such cause 
arises, whether such causes be based on theories of contract, negligence, strict liability, tort or 
otherwise.

RegO® shall not be liable for incidental, consequential or punitive damages or other losses.  
RegO® shall not be liable for, and buyer assumes any liability for all personal injury and property 
damage connected with the handling, transportation, possession, further manufacture, other use 
or resale of products, whether used alone or in combination with any other products or materials.

From time to time buyers might call to ask RegO® for technical advice base upon limited facts 
disclosed to RegO®.  If RegO® furnishes technical advice to buyer, whether or not a buyer’s 
request, with respect to application, further manufacture or other use of the products and parts, 
RegO® shall not be liable for such technical advice or any such advice provided to buyer by any 
third party and buyer assumes all risks of such advice and the results thereof.

NOTE:  Some states do not allow the exclusion or limitation of incidental, consequential or punitive 
damages, so the above limitation or exclusion may not apply to you.  The warranty gives you 
specifi c legal rights, and you may have other rights that vary from state to state.  The portions of 
the limited warranty and limitation of liability shall be considered severable and all portions which 
are not disallowed by applicable law shall remain in full force and effect.

WARNING

All RegO® products are mechanical devices that will eventually become inoperative due to wear, 
corrosion and aging of components made of materials such as rubber,etc.  The environment and 
conditions of use will determine the safe service life of these products.  Periodic inspection and 
maintenance are essential to avoid serious injury and property damage.

Many RegO® products are manufactured components which are incorporated by others on or 
in other products or systems used for storage, transport, transfer and otherwise for use of toxic, 
fl ammable and dangerous liquids and gases.  Such substances must be handled by experienced 
and trained personnel only, using accepted governmental in industrial safety procedures.

NOTICE TO USERS OF PRODUCTS 

The Limited Warranty stated above is a factory warranty to the fi rst purchasers of RegO® products.  
Since most users have purchased these products from RegO® distributors, the user must within 
thirty (30) days after the user’s discovery of what user believes is a defect, notify in writing and return 
the product to the distributor from whom he purchased the product/part.  The distributor may or 
may not at the distributor’s option choose to submit the product/parts to RegO®, pursuant to this 
Limited Warranty. Failure by buyer to give such written notice within thirty (30) days shall be deemed 
an absolute and unconditional waiver of buyer’s claim for such defects. Acceptance of any alleged 
defective product/parts by RegO®’s distributor for replacement or repairs under the terms of RegO®’s 
Limited Warranty in no way determines RegO®’s obligations under this Limited Warranty. 

Because of a policy of continuous product improvement, RegO® reserves the right to change designs, 
materials or specifi cations without notice. 

every six months, as required by Underwriters Laboratories, is 
essential to the pull-away’s operation.  Dry nitrogen or other inert 
gas is suggested as a source of pressure for pull-away tests.
If the pull-away valve is going to be stored for a period of time, 
such as in seasonal applications, it is recommended that it 

be sprayed with a good grade of rust preventative machine 
oil or covered to protect from moisture. A test should be con-
ducted to confi rm proper performance, including a simulated 
pull-away, prior to putting the pull-away valve back in service.


